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Cam-Yangin Kontrol Modul
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Cam kontrol modulu bir yangin sirasinda yangin
sisteminden aldigi sinyal ile ilgili kata ait camlarin
kapanmasini ya da agilmasini saglar bu g¢aligma
sirasinda Yangin sisteminin vermis oldugu sinyal
Cam moduline gelen operasyon sinyallerinin
dikkate alinmamasini ve sadece yangin
senaryosuna uygun olarak caligtiriimasini
saglar. .

Input1: Yangin Sisteminden gelen surekli kuru
kontak

Input2: Yangin Sisteminden gelen surekli kuru
kontak

Input3: Otomasyondan gelen agma kumanda
sinyali

Input4: Otomasyondan gelen kapama kumanda
sinyali

Output 1 -2: Camin agilma kumandasini
gondermek igin kullanilr.

Output 3-4 : Camin kapanma kumandasini
géndermek igin kullanilir.

Besleme

Voltaj 24V - 30Vdc Konnektor ile

Gug 5 W max.

Akim 300 mA

Vn 24 Vdc

In 200 mA

Baglantilar

Besleme Standart 7,62 mm konnektdr (2 li) X1
Input Standart 5,02 mm konnektor (2 li) X4
Gug Standart 7,62 mm konnektor (2 li) X1

Isiklar ve indikasyon
LED Kirmizi

Kutu [P 20 to DIN EN 60529 U:70 X G: 90 X Y:58 mm
Kullanim sartlari
Maksimum nem %93 yogunlasmaya uygun degildir.

Montaj

35 mm montaj rayi Gzerinde DIN EN 60715




Rdle Datasi

Coil data Rated voltage 6 — 48 VDC

Rated power 3.0 W

Operating power to set 2.0 W

Pulse to set 20 ms

Action time <15 ms

Contact data Max. contact arrangement 1 a
Contact material AQSnO:

Max. switching power 10,000 VA / 15,000 VA
Max. switching voltage 440 VAC

Max. switching current 20 A

Mechanical life 10s

Insulation Creepage and clearance distance
coil — contact

8 mm

Test voltage

coil — contact

4,000 V eff.

Test voltage

contact — contact

Test voltage

open contact

1,000 V eff.

Dielectric strength

coil — contact

12kV /1.2/50 s

General data Ambient temperature -40 ... +70 °C
Weight 36 g

Conform to VDE, UL, CSA, SEV, SEMKO
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